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SM1-B32 M4 SM1-B32 M5 SM1-B32 M6 SM1-B32 M8 SM1-B32 M10 

     
Description 

bigHead fastener with an externally threaded stud fixing welded to a 32 x 32 mm square perforated Head. 
Suitable for embedding and surface bonding applications requiring the following: 

¶ Embedment into materials with overall or localised section thickness of around 3 mm or greater 

¶ Surface bonding onto or through components, with minimal standoff/ clearance height 

Key features 

     

 

As-rolled thread 
end-form 

Shoulder 
diameter to suit 

ISO 273 
clearance holes 

Perforated head 
design 

Minimised 
thickness/ stand-

off height 

Stainless steel 
construction,  

self colour finish 

 

Intended usage 

    Alternative 
configurations may 
be possible using 

this product. 
 

Please contact 
bigHead for further 

advice. 

 

    

 

Embedding, 
flush stud 

Embedding, 
inset stud 

Surface bonding, 
blind stud 

Surface bonding, 
through stud 

 

Fastening functionality 

Provides an externally 
threaded connection 
point for assembling 
threaded nuts and 
similar secondary 

fasteners onto. 

 

Torque tightening & 
preload during 
assembly: these 
products require 

specific consideration, 
please see torque & 

preload guidance 
section.  


